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Specially designed for safe and reliable personnel lifting 
operations by means of a safety harness on offshore 
rigs and platforms. The Monitor 75/150 is designed to 
meet the latest standards and is type approved by Lloyd’s 
register.

6 position load selector dial (A) to 
allow personnel load setting from 
166 lb - 331 lb (75 -150 kg) for 
sensitive overload protection.

Dual drum system to facilitate 
precise and accurate control of 
the load.

Emergency operation system 
for raising or lowering load in the 
event of power failure. Hydraulic 
reserve cylinders included.

331 lb (150 kg) working load limit

Two independent internal failsafe 
multidisc brakes act on the 
drums for positive load control.

A

Overload protection accurate to 
5% of applied load.

Self-contained, compact, fully 
guarded unit.

Structure and components are 
primarily stainless steel for superior 
corrosion resistance and reduced 
maintenance.

Single layer grooved drums 
include guide rollers for uniform 
winding of wire rope, extended 
rope life, and increased travel limit 
accuracy.

Over 12:1 safety factor on 10 mm 
diameter wire rope, included.

191 ft [58 m] wire rope storage 
capacity.

Slack line roller bar with 
disengaging function to allow slack 
line payout.

Automatic travel limits to limit travel 
in both directions.
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Important:
It is the owner’s or operator’s responsibility to 
determine the suitability of the equipment to 
its intended use. Study all applicable codes, 
manuals, and regulations. Be sure to read the 
Owner’s Manual supplied with the equipment 
before operating it.

DIMENSIONS)

C

A
B

OPTIONS AND ACCESSORIES

B

A B C Ship Wt.

(in) (mm) (in) (mm) (in) (mm) (lb) (kg)

Monitor 39 975 32 815 47 1,180 1,435 650

Dimensions are for reference only and subject to change without notice.

Air powered radial piston motor. Air preparation package included.

Hydraulic powered motor. Filtration unit included.

Electric motor, zone 1 rated, in voltages to suit customer requirements 
worldwide.

Design suitable for operation 
temperatures to -40°F (-40°C).

Local lever control (B) for precise 
variable speed spotting of load 
0-89 fpm (0-27 mtr/min).

Suitable for zone 1 per ATEX 
directive 94/9/EC.

NPD, CE, European Machinery 
Directives and Lloyd approved.


